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Nata

LumCAT: 2-1672-M
Luminaire: 92.70.135.00
Report No: NT2017103103 Voltage(V): 34.3000
Test No: GC2017103103 Current(A): 0.5000
LampCAT: NICHIA NFCWD084B-V2            Power (W): 17.1500
Lamp flux(lm): 2537.0 PF: 0.0000
Number of Lamps: 1 Ballast type: DC

Width(mm): 70Length(mm): 70
Height(mm): 0 Phm Type: C

Photometric Results

Lumens(lm): 2390.99
Efficiency(%): 94.24%
Lumens(lm)/Power(W): 139.42
Central intensity(cd): 8218.544
Maximum intensity(cd): 8218.544
Angle of maximum intensity:  C=0.0 γ=0.0
Beam Angle(50%Imax): [C0/180]Total=26.1

[C90/270]Total=26.1
Field angle(10%Imax): [C0/180]Total=55.3

[C90/270]Total=55.3
Maximum s/h(1/2):  C0_180=0.45 C90_270=0.45
Maximum s/h(1/4):  C0_180=0.42 C90_270=0.42
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 94.24%
Up flux rate of LUM(%): - -
Down flux rate of LUM(%): 100.00%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  98.670%
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Equipment: GMS1980 Date: 2017/10/31 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 8218.544 0.000 0 .000% .000%

5.0 7791.238 191.392 191.392 7.544% 8.005%

10.0 6052.557 495.236 686.628 19.521% 28.717%

15.0 2884.198 530.122 1216.751 20.896% 50.889%

20.0 1179.198 334.881 1551.632 13.200% 64.895%

25.0 873.229 215.262 1766.893 8.485% 73.898%

30.0 775.614 208.662 1975.556 8.225% 82.625%

35.0 569.724 198.110 2173.666 7.809% 90.911%

40.0 205.808 129.392 2303.058 5.100% 96.322%

45.0 16.138 41.095 2344.153 1.620% 98.041%

50.0 11.232 5.530 2349.683 .218% 98.272%

55.0 10.474 4.720 2354.403 .186% 98.470%

60.0 10.275 4.796 2359.199 .189% 98.670%

65.0 10.192 4.976 2364.175 .196% 98.879%

70.0 10.137 5.148 2369.322 .203% 99.094%

75.0 10.103 5.290 2374.613 .209% 99.315%

80.0 10.068 5.397 2380.01 .213% 99.541%

85.0 10.068 5.472 2385.482 .216% 99.770%

90.0 10.041 5.506 2390.988 .217% 100.000%
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Equipment: GMS1980 Date: 2017/10/31 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 1975.56 77.87% 82.63%

0-40 2303.06 90.78% 96.32%

0-60 2359.20 92.99% 98.67%

0-90 2385.48 94.03% 99.77%

0-120 2385.48 94.03% 99.77%

0-180 2390.99 94.24% 100.00%

60-90 31.08 1.23% 1.30%

90-120 0.00 0.00% 0.00%

90-130 0.00 0.00% 0.00%

90-150 0.00 0.00% 0.00%

90-180 0.00 0.00% 0.00%

0-28.50 1912.79 75.40% 80.00%

ZONAL LUMEN SUMMARY

0-10 686.63

10-20 865.00

20-30 423.92

30-40 327.50

40-50 46.63

50-60 9.52

60-70 10.12

70-80 10.69

80-90 5.47

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00
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Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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C0(Max):
C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:27.6 Right:27.6

:C90/270Left:27.6 Right:27.6

Beam Angle(50%Imax):C0/180Left:13.1 Right:13.1

:C90/270Left:13.1 Right:13.1
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Illuminance at a Distance

Center Beam LUX Beam Width
HV

2m
2054.64 LUX 0.9m 0.9m

4m
513.66 LUX 1.9m 1.9m

6m
228.29 LUX 2.8m 2.8m

8m
128.41 LUX 3.7m 3.7m

10m
82.19 LUX 4.6m 4.6m

12m
57.07 LUX 5.6m 5.6m

Vert.Spread:26.1 Horiz.Spread:26.1
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[Unit:cd]

(10%Imax) 821.854
(20%Imax) 1643.71
(30%Imax) 2465.56
(40%Imax) 3287.42
(50%Imax) 4109.27
(60%Imax) 4931.13
(70%Imax) 5752.98
(80%Imax) 6574.83
(90%Imax) 7396.69

Imax:8218.54cd
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House Road

270° 300° 330° 0° 30° 60° 90°

0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°
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60° 60°

90° 90°

120° 120°

150° 150°

180°

[Unit:cd]
Imax:8218.54

(10%Imax) 821.854
(20%Imax) 1643.71
(30%Imax) 2465.56
(40%Imax) 3287.42
(50%Imax) 4109.27
(60%Imax) 4931.13
(70%Imax) 5752.98
(80%Imax) 6574.83
(90%Imax) 7396.69
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Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

0.0 C 180° C 0°

0.12

0.12

0.24

0.24

0.35

0.35

0.47

0.47

0.59d/h

0.59d/h

C 270°

C 90°

0.000.00 0.120.12 0.240.24 0.350.35 0.470.47 0.59d/h0.59d/h

(10%Emax) 91.317
(20%Emax) 182.6344
(30%Emax) 273.9511
(40%Emax) 365.2678
(50%Emax) 456.5856
(60%Emax) 547.9022
(70%Emax) 639.2189
(80%Emax) 730.5367
(90%Emax) 821.8533

Emax:913.17Emax:913.17[Unit:lx]  H=3.0m
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[Unit:lx]Imax:8218.54

821.854
1643.71
2465.56
3287.42
4109.27
4931.13
5752.98
6574.83
7396.69
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Luminance Table
γ 45 50 55 60 65 70 75 80 85

C0 2885 2059 1985 2032 2124 2251 2419 2639 2939

C45 2492 1752 1663 1674 1719 1786 1878 1997 2157

C90 2885 2059 1985 2032 2124 2251 2419 2639 2939

L(Hor)(65) L(Ver)(65) L45(65) L(Hor)(75) L(Ver)(75) L45(75) L(Hor)(85) L(Ver)(85) L45(85)

4922 4922 4922 7966 7966 7966 23576 23576 23576

Glare Table

Glare Quality Service Values Illuminance(lx)

1.15 A 2000 1000 500 <=300

1.5 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.2 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

Luminance Limitting Curve

γ(°)
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Budgetary Estimate Tab
Lamp Flux 2537.0 lm
Maint Co 0.8/0.8
Ave Illu 100.0 lx
Plane H 0.0 m
Place C W F
Refl1 0.7 0.5 0.2
Refl2 0.5 0.3 0.2
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Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

RHOCC 80 70 50 30 10 0

RHOW 50 30 10 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR COEFFCIENTS OF UTILIZATION RHOFC=20    CU

0 1.12 1.12 1.12 1.10 1.10 1.10 1.05 1.05 1.05 1.00 1.00 1.00 0.96 0.96 0.96 0.94

1 1.05 1.03 1.01 1.03 1.01 1.00 1.00 0.98 0.97 0.96 0.95 0.94 0.93 0.92 0.91 0.90

2 0.99 0.96 0.93 0.98 0.95 0.92 0.95 0.93 0.90 0.92 0.90 0.89 0.90 0.88 0.87 0.85

3 0.94 0.90 0.87 0.93 0.89 0.87 0.91 0.88 0.85 0.88 0.86 0.84 0.86 0.84 0.83 0.81

4 0.90 0.85 0.82 0.89 0.85 0.82 0.87 0.83 0.81 0.85 0.82 0.80 0.83 0.81 0.79 0.78

5 0.86 0.81 0.78 0.85 0.81 0.78 0.83 0.80 0.77 0.82 0.79 0.76 0.80 0.78 0.76 0.74

6 0.82 0.77 0.74 0.81 0.77 0.74 0.80 0.76 0.73 0.79 0.75 0.73 0.78 0.75 0.72 0.71

7 0.79 0.74 0.71 0.78 0.74 0.71 0.77 0.73 0.70 0.76 0.73 0.70 0.75 0.72 0.70 0.69

8 0.76 0.71 0.68 0.75 0.71 0.68 0.74 0.70 0.68 0.73 0.70 0.67 0.72 0.69 0.67 0.66

9 0.73 0.68 0.65 0.72 0.68 0.65 0.72 0.68 0.65 0.71 0.67 0.65 0.70 0.67 0.65 0.64

10 0.70 0.66 0.63 0.70 0.66 0.63 0.69 0.65 0.63 0.69 0.65 0.63 0.68 0.65 0.62 0.61
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C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 8218.82 7901.14 6408.56 3321.55 1305.39 903.48 790.06 665.63 292.35
45.0 8221.57 7813.05 6257.71 3028.65 1272.90 882.55 784.00 572.04 280.24
90.0 8206.16 7575.76 5751.19 2567.28 1077.95 848.25 766.27 458.73 76.58
135.0 8227.63 7793.23 6012.16 2793.01 1108.29 859.43 776.30 565.43 297.30
180.0 8218.82 7615.40 5376.81 1995.24 1035.12 833.00 755.15 516.59 104.11
225.0 8221.57 7896.74 6156.96 2844.21 1087.42 866.97 765.45 556.01 133.95
270.0 8206.16 7984.83 6648.06 3721.26 1463.95 922.75 792.26 630.40 298.41
315.0 8227.63 7749.74 5809.00 2802.37 1082.57 869.40 775.41 592.96 163.52
360.0 8218.82 7901.14 6408.56 3321.55 1305.39 903.48 790.06 665.63 292.35

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 18.94 11.51 10.57 10.24 10.19 10.13 10.08 10.08 10.08
45.0 15.36 11.23 10.52 10.30 10.19 10.19 10.13 10.08 10.08
90.0 12.17 10.79 10.41 10.30 10.19 10.13 10.13 10.08 10.08
135.0 16.08 10.96 10.46 10.30 10.24 10.13 10.13 10.08 10.08
180.0 14.09 10.79 10.41 10.24 10.19 10.13 10.08 10.02 10.02
225.0 14.87 10.96 10.46 10.24 10.19 10.13 10.08 10.08 10.08
270.0 20.15 12.50 10.52 10.35 10.19 10.13 10.13 10.08 10.08
315.0 17.45 11.12 10.46 10.24 10.19 10.13 10.08 10.08 10.08
360.0 18.94 11.51 10.57 10.24 10.19 10.13 10.08 10.08 10.08

C/γ(°) 90.0
0.0 10.08
45.0 10.02
90.0 10.02
135.0 10.02
180.0 10.02
225.0 10.02
270.0 10.08
315.0 10.08
360.0 10.08


