
Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

NATA LIGHTING CO.,LTD
www.nata.cn
Email:info@nata.cn
Tel:+86 0750-377 0000(10 lines)  Fax:+86 0750-377 1111
Address:380JinOu Road,Gaoxin Zone,Jiang Men City,Guangdong,China

Nata

LumCAT: 2-1678-M
Luminaire: 92.70.124.00
Report No: NT2017081505 Voltage(V): 35.4000
Test No: GC2017081505 Current(A): 0.3000
LampCAT: CITIZEN CLU026                         Power (W): 10.6200
Lamp flux(lm): 1398.0 PF: 0.0000
Number of Lamps: 1 Ballast type: DC

Width(mm): 70Length(mm): 70
Height(mm): 0 Phm Type: C

Photometric Results

Lumens(lm): 1280.94
Efficiency(%): 91.63%
Lumens(lm)/Power(W): 120.62
Central intensity(cd): 14363.680
Maximum intensity(cd): 14363.680
Angle of maximum intensity:  C=0.0 γ=0.0
Beam Angle(50%Imax): [C0/180]Total=11.2

[C90/270]Total=11.2
Field angle(10%Imax): [C0/180]Total=22.4

[C90/270]Total=22.4
Maximum s/h(1/2):  C0_180=0.19 C90_270=0.19
Maximum s/h(1/4):  C0_180=0.20 C90_270=0.20
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 91.63%
Up flux rate of LUM(%): - -
Down flux rate of LUM(%): 100.00%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  98.727%
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Zonal flux distribution table Appendix Page: 2  Total:16

Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 14363.678 0.000 0 .000% .000%

2.0 12999.727 52.367 52.367 3.746% 4.088%

4.0 10112.383 132.640 185.008 9.488% 14.443%

6.0 6459.203 158.378 343.386 11.329% 26.807%

8.0 3656.658 135.186 478.572 9.670% 37.361%

10.0 1951.458 96.202 574.774 6.881% 44.871%

12.0 1103.516 63.921 638.695 4.572% 49.862%

14.0 810.712 47.219 685.914 3.378% 53.548%

16.0 682.303 42.374 728.288 3.031% 56.856%

18.0 609.197 41.406 769.694 2.962% 60.088%

20.0 570.220 42.106 811.8 3.012% 63.376%

22.0 544.648 43.811 855.611 3.134% 66.796%

24.0 522.596 45.727 901.339 3.271% 70.366%

26.0 502.833 47.521 948.86 3.399% 74.076%

28.0 483.376 49.097 997.957 3.512% 77.908%

30.0 465.407 50.440 1048.396 3.608% 81.846%

32.0 447.251 51.545 1099.941 3.687% 85.870%

34.0 404.225 50.853 1150.794 3.638% 89.840%

36.0 310.814 44.973 1195.767 3.217% 93.351%

38.0 189.076 32.989 1228.757 2.360% 95.927%

40.0 72.347 18.041 1246.797 1.290% 97.335%

42.0 21.308 6.738 1253.535 .482% 97.861%

44.0 9.899 2.334 1255.869 .167% 98.043%

46.0 7.165 1.323 1257.192 .095% 98.146%

48.0 6.532 1.098 1258.29 .079% 98.232%

50.0 6.316 1.063 1259.354 .076% 98.315%

52.0 6.101 1.058 1260.412 .076% 98.398%

54.0 5.934 1.054 1261.466 .075% 98.480%

56.0 5.802 1.054 1262.52 .075% 98.562%

58.0 5.649 1.053 1263.573 .075% 98.645%

60.0 5.523 1.050 1264.623 .075% 98.727%

62.0 5.454 1.053 1265.676 .075% 98.809%

64.0 5.391 1.060 1266.736 .076% 98.891%

66.0 5.447 1.077 1267.813 .077% 98.976%

68.0 5.273 1.082 1268.895 .077% 99.060%

70.0 5.210 1.073 1269.968 .077% 99.144%

72.0 5.203 1.080 1271.048 .077% 99.228%

74.0 5.190 1.090 1272.138 .078% 99.313%
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

76.0 5.120 1.092 1273.23 .078% 99.398%

78.0 5.099 1.092 1274.321 .078% 99.484%

80.0 5.113 1.099 1275.421 .079% 99.569%

82.0 5.085 1.105 1276.525 .079% 99.656%

84.0 5.064 1.105 1277.63 .079% 99.742%

86.0 5.057 1.106 1278.736 .079% 99.828%

88.0 5.002 1.102 1279.837 .079% 99.914%

90.0 5.016 1.098 1280.935 .079% 100.000%
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 1048.40 74.99% 81.85%

0-40 1246.80 89.18% 97.33%

0-60 1264.62 90.46% 98.73%

0-90 1279.84 91.55% 99.91%

0-120 1279.84 91.55% 99.91%

0-180 1280.94 91.63% 100.00%

60-90 16.26 1.16% 1.27%

90-120 0.00 0.00% 0.00%

90-130 0.00 0.00% 0.00%

90-150 0.00 0.00% 0.00%

90-180 0.00 0.00% 0.00%

0-29.06 1024.75 73.30% 80.00%

ZONAL LUMEN SUMMARY

0-10 574.77

10-20 237.03

20-30 236.60

30-40 198.40

40-50 12.56

50-60 5.27

60-70 5.34

70-80 5.45

80-90 4.42

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46
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0°0° 45°-45° 90°-90° 135°-135° 180°-180°

C0(Max):
C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:11.2 Right:11.2

:C90/270Left:11.2 Right:11.2

Beam Angle(50%Imax):C0/180Left:5.6 Right:5.6

:C90/270Left:5.6 Right:5.6
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

Illuminance at a Distance

Center Beam LUX Beam Width
HV

2m
3590.92 LUX 0.4m 0.4m

4m
897.73 LUX 0.8m 0.8m

6m
398.99 LUX 1.2m 1.2m

8m
224.43 LUX 1.6m 1.6m

10m
143.64 LUX 2.0m 2.0m

12m
99.75 LUX 2.4m 2.4m

Vert.Spread:11.4 Horiz.Spread:11.4
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46
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0°0° 15°-15° 30°-30° 45°-45° 60°-60° 75°-75° 90°-90°

[Unit:cd]

(10%Imax) 1436.37
(20%Imax) 2872.74
(30%Imax) 4309.1
(40%Imax) 5745.47
(50%Imax) 7181.84
(60%Imax) 8618.21
(70%Imax) 10054.6
(80%Imax) 11490.9
(90%Imax) 12927.3

Imax:14363.68cd
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

House Road

270° 300° 330° 0° 30° 60° 90°

0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°

30° 30°

60° 60°

90° 90°

120° 120°

150° 150°

180°

[Unit:cd]
Imax:14363.68

(10%Imax) 1436.37
(20%Imax) 2872.74
(30%Imax) 4309.1
(40%Imax) 5745.47
(50%Imax) 7181.84
(60%Imax) 8618.21
(70%Imax) 10054.6
(80%Imax) 11490.9
(90%Imax) 12927.3
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

0.0 C 180° C 0°

1.00

1.00

2.00

2.00

3.00

3.00

4.00

4.00

5.00d/h

5.00d/h

C 270°

C 90°

0.000.00 1.001.00 2.002.00 3.003.00 4.004.00 5.00d/h5.00d/h

(10%Emax) 159.5956
(20%Emax) 319.1911
(30%Emax) 478.7855
(40%Emax) 638.3811
(50%Emax) 797.9767
(60%Emax) 957.5723
(70%Emax) 1117.167
(80%Emax) 1276.767
(90%Emax) 1436.356

Emax:1595.96Emax:1595.96[Unit:lx]  H=3.0m
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46
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6.0m

8.0m

10.0m

0.0m 1.0m 2.0m 3.0m 4.0m 5.0m 6.0m 7.0m 8.0m 9.0m

[Unit:lx]Imax:14363.68

1436.37
2872.74
4309.1
5745.47
7181.84
8618.21
10054.6
11490.9
12927.3
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

Luminance Table
γ 45 50 55 60 65 70 75 80 85

C0 0 2613 0 2451 0 2579 0 2962 0

C45 0 2212 0 2010 0 2037 0 2233 0

C90 0 2613 0 2451 0 2579 0 2962 0

L(Hor)(65) L(Ver)(65) L45(65) L(Hor)(75) L(Ver)(75) L45(75) L(Hor)(85) L(Ver)(85) L45(85)

274887 274887 274887 425279 425279 425279 1223121 1223121 1223121

Glare Table

Glare Quality Service Values Illuminance(lx)

1.15 A 2000 1000 500 <=300

1.5 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.2 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

Luminance Limitting Curve

γ(°)

85

75

65

55

45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3

L(cd/m²)
4

2

3

4

6
8 (a/hs)

a b c d e f g h

C0 C45 C90
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

1 2 3 4 5 6 7 8 9 10 20
S[m2]

40 60 80 100 200 400 600 800
1

2

3

4

5

6

7
8
9
10

[N]

20

30

40

2m6m

Budgetary Estimate Tab
Lamp Flux 1398.0 lm
Maint Co 0.8/0.8
Ave Illu 100.0 lx
Plane H 0.0 m
Place C W F
Refl1 0.7 0.5 0.2
Refl2 0.5 0.3 0.2
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

RHOCC 80 70 50 30 10 0

RHOW 50 30 10 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR COEFFCIENTS OF UTILIZATION RHOFC=20    CU

0 1.09 1.09 1.09 1.07 1.07 1.07 1.02 1.02 1.02 0.97 0.97 0.97 0.93 0.93 0.93 0.92

1 1.03 1.01 0.99 1.01 0.99 0.98 0.97 0.96 0.95 0.94 0.93 0.92 0.91 0.90 0.89 0.88

2 0.98 0.95 0.92 0.96 0.93 0.91 0.93 0.91 0.89 0.90 0.89 0.87 0.88 0.87 0.85 0.84

3 0.93 0.89 0.86 0.92 0.88 0.86 0.89 0.87 0.84 0.87 0.85 0.83 0.85 0.83 0.82 0.81

4 0.89 0.85 0.82 0.88 0.84 0.81 0.86 0.83 0.81 0.84 0.82 0.80 0.83 0.81 0.79 0.78

5 0.85 0.81 0.78 0.84 0.81 0.78 0.83 0.80 0.77 0.82 0.79 0.77 0.80 0.78 0.76 0.75

6 0.82 0.78 0.75 0.81 0.78 0.75 0.80 0.77 0.74 0.79 0.76 0.74 0.78 0.75 0.73 0.72

7 0.79 0.75 0.72 0.79 0.75 0.72 0.78 0.74 0.72 0.77 0.74 0.71 0.76 0.73 0.71 0.70

8 0.77 0.73 0.70 0.76 0.72 0.70 0.75 0.72 0.69 0.74 0.71 0.69 0.74 0.71 0.69 0.68

9 0.74 0.70 0.68 0.74 0.70 0.67 0.73 0.70 0.67 0.72 0.69 0.67 0.72 0.69 0.67 0.66

10 0.72 0.68 0.66 0.72 0.68 0.66 0.71 0.68 0.65 0.71 0.67 0.65 0.70 0.67 0.65 0.64
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46
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Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

C/γ(°) 0.0 2.0 4.0 6.0 8.0 10.0 12.0 14.0 16.0
0.0 13801.60 15126.10 13929.60 10434.68 6550.19 3489.36 1806.45 1069.62 808.06
45.0 14714.28 14274.64 11497.62 7468.44 4045.87 2335.70 1174.81 834.22 712.34
90.0 14486.11 11026.81 8964.92 4981.93 2618.96 1247.71 909.46 724.86 634.87
135.0 14452.72 11920.57 8436.78 4663.60 2893.88 1289.45 879.85 707.33 628.86
180.0 13801.60 10539.86 6604.18 3369.70 1686.24 1027.61 777.68 653.74 594.86
225.0 14714.28 12744.22 9056.74 5048.71 2752.53 1447.50 941.12 734.49 638.21
270.0 14486.11 13962.99 11391.88 7245.84 3973.52 2371.87 1234.91 856.48 711.78
315.0 14452.72 14402.63 11017.35 8460.71 4732.06 2402.48 1103.85 904.95 729.43
360.0 13801.60 15126.10 13929.60 10434.68 6550.19 3489.36 1806.45 1069.62 808.06

C/γ(°) 18.0 20.0 22.0 24.0 26.0 28.0 30.0 32.0 34.0
0.0 677.84 613.84 582.67 555.40 532.03 507.54 489.73 470.26 455.79
45.0 626.64 583.79 559.30 534.81 512.55 493.63 474.71 458.01 440.20
90.0 584.23 553.68 526.63 503.09 485.50 468.36 450.11 435.36 380.32
135.0 584.90 556.52 534.81 514.22 495.30 478.05 459.68 440.76 366.74
180.0 556.57 536.20 516.78 497.91 481.55 460.52 446.49 419.45 314.10
225.0 583.56 550.95 527.35 507.43 489.07 471.87 455.51 439.70 392.73
270.0 624.41 578.22 553.18 530.92 510.33 489.73 469.70 454.67 439.09
315.0 635.43 588.57 556.46 536.98 516.34 497.30 477.32 459.79 444.82
360.0 677.84 613.84 582.67 555.40 532.03 507.54 489.73 470.26 455.79

C/γ(°) 36.0 38.0 40.0 42.0 44.0 46.0 48.0 50.0 52.0
0.0 427.96 324.45 180.53 57.54 18.03 8.51 7.07 6.73 6.40
45.0 348.94 210.03 81.86 18.14 9.41 7.40 6.57 6.40 6.18
90.0 243.87 127.78 30.22 12.35 7.51 6.57 6.40 6.18 5.95
135.0 284.38 100.40 23.26 9.68 6.90 6.57 6.34 6.23 6.01
180.0 169.68 62.16 15.92 8.29 6.79 6.46 6.23 6.07 5.95
225.0 269.35 136.90 32.61 13.25 7.46 6.57 6.34 6.18 5.95
270.0 356.17 283.27 91.21 19.98 9.91 6.90 6.57 6.29 6.12
315.0 386.17 267.63 123.16 31.22 13.19 8.35 6.73 6.46 6.23
360.0 427.96 324.45 180.53 57.54 18.03 8.51 7.07 6.73 6.40

C/γ(°) 54.0 56.0 58.0 60.0 62.0 64.0 66.0 68.0 70.0
0.0 6.23 6.07 5.84 5.68 5.62 5.45 5.45 5.34 5.23
45.0 5.95 5.79 5.73 5.57 5.45 5.40 5.34 5.23 5.23
90.0 5.90 5.73 5.51 5.45 5.45 5.29 5.29 5.23 5.18
135.0 5.90 5.79 5.62 5.57 5.45 5.40 5.40 5.34 5.29
180.0 5.79 5.68 5.57 5.51 5.40 5.51 6.23 5.23 5.18
225.0 5.73 5.68 5.51 5.40 5.40 5.29 5.23 5.23 5.12
270.0 5.90 5.79 5.68 5.45 5.40 5.40 5.29 5.23 5.18
315.0 6.07 5.90 5.73 5.57 5.45 5.40 5.34 5.34 5.29
360.0 6.23 6.07 5.84 5.68 5.62 5.45 5.45 5.34 5.23

C/γ(°) 72.0 74.0 76.0 78.0 80.0 82.0 84.0 86.0 88.0
0.0 5.29 5.23 5.12 5.12 5.12 5.12 5.06 5.06 5.06
45.0 5.18 5.18 5.12 5.06 5.12 5.06 5.01 5.01 5.06
90.0 5.18 5.18 5.06 5.01 5.06 5.01 5.06 5.01 4.90
135.0 5.29 5.29 5.18 5.23 5.23 5.18 5.12 5.01 5.01
180.0 5.18 5.18 5.12 5.06 5.06 5.12 5.01 5.06 5.06
225.0 5.12 5.12 5.06 5.06 5.06 5.01 5.06 5.06 4.95
270.0 5.18 5.18 5.06 5.06 5.12 5.01 5.06 5.06 4.95
315.0 5.23 5.18 5.23 5.18 5.12 5.18 5.12 5.18 5.01
360.0 5.29 5.23 5.12 5.12 5.12 5.12 5.06 5.06 5.06



Nata 2-1678-M

Intensity data(cd) Appendix Page: 16  Total:16

Equipment: GMS1980 Date: 2017/8/15 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.46

C/γ(°) 90.0
0.0 5.01
45.0 5.06
90.0 5.01
135.0 5.01
180.0 5.06
225.0 5.01
270.0 4.95
315.0 5.01
360.0 5.01


