
Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

NATA LIGHTING CO.,LTD.
www.nata.cn
Email:info@nata.cn
Tel:+86-750-3770000  Fax:+86-750-3771111
Address:380 JinOu Road,GaoXin Zone,Jiang Men City,Guangdong,China

Nata

LumCAT: 2-1793-N
Luminaire: 92.70.131.00
Report No: NT2018041005 Voltage(V): 34.0000
Test No: nata-0100 Current(A): 0.3000
LampCAT: BRIDGELUX V13B Power (W): 10.2000
Lamp flux(lm): 1608.0 PF: 0.0000
Number of Lamps: 1 Ballast type: DC

Width(mm): 69Length(mm): 69
Height(mm): 0Phm Type: C

Photometric Results

Lumens(lm): 1372.28
Efficiency(%): 85.34%
Lumens(lm)/Power(W): 134.54
Central intensity(cd): 8915.421
Maximum intensity(cd): 8915.421
Angle of maximum intensity:  C=0.0 γ=0.0
Beam Angle(50%Imax): [C0/180]Total=17.2

[C90/270]Total=17.2
Field angle(10%Imax): [C0/180]Total=39.7

[C90/270]Total=39.7
Maximum s/h(1/2):  C0_180=0.30 C90_270=0.30
Maximum s/h(1/4):  C0_180=0.32 C90_270=0.32
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 88.58%
Up flux rate of LUM(%): - -
Down flux rate of LUM(%): 100.00%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  95.084%
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 8915.420 53.316 53.316 3.316% 3.885%

5.0 6877.990 328.584 381.9 20.434% 27.830%

10.0 3513.011 334.379 716.28 20.795% 52.196%

15.0 1517.017 215.217 931.496 13.384% 67.879%

20.0 871.887 163.456 1094.953 10.165% 79.791%

25.0 575.023 133.206 1228.158 8.284% 89.498%

30.0 342.898 93.978 1322.136 5.844% 96.346%

35.0 52.063 16.368 1338.504 1.018% 97.539%

40.0 10.433 3.676 1342.18 .229% 97.807%

45.0 7.963 3.086 1345.266 .192% 98.031%

50.0 6.985 2.933 1348.2 .182% 98.245%

55.0 6.627 2.976 1351.175 .185% 98.462%

60.0 6.538 3.104 1354.279 .193% 98.688%

65.0 6.490 3.224 1357.503 .200% 98.923%

70.0 6.345 3.268 1360.771 .203% 99.161%

75.0 6.214 3.290 1364.062 .205% 99.401%

80.0 6.132 3.310 1367.372 .206% 99.642%

85.0 6.015 3.284 1370.656 .204% 99.882%

90.0 5.925 1.624 1372.28 .101% 100.000%
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 1322.14 82.22% 96.35%

0-40 1342.18 83.47% 97.81%

0-60 1354.28 84.22% 98.69%

0-90 1370.66 85.24% 99.88%

0-120 1370.66 85.24% 99.88%

0-180 1372.28 85.34% 100.00%

60-90 19.48 1.21% 1.42%

90-120 0.00 0.00% 0.00%

90-130 0.00 0.00% 0.00%

90-150 0.00 0.00% 0.00%

90-180 0.00 0.00% 0.00%

0-20.11 1097.82 68.27% 80.00%

ZONAL LUMEN SUMMARY

0-10 716.28

10-20 378.67

20-30 227.18

30-40 20.04

40-50 6.02

50-60 6.08

60-70 6.49

70-80 6.60

80-90 3.28

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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C0(Max):
C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:19.8 Right:19.8

:C90/270Left:19.8 Right:19.8

Beam Angle(50%Imax):C0/180Left:8.6 Right:8.6

:C90/270Left:8.6 Right:8.6
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

Illuminance at a Distance

Center Beam LUX Beam Width
HV

2m
2228.86 LUX 0.6m 0.6m

4m
557.21 LUX 1.2m 1.2m

6m
247.65 LUX 1.8m 1.8m

8m
139.30 LUX 2.4m 2.4m

10m
89.15 LUX 3.0m 3.0m

12m
61.91 LUX 3.6m 3.6m

Vert.Spread:17.2 Horiz.Spread:17.2
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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[Unit:cd]

(10%Imax) 891.542
(20%Imax) 1783.08
(30%Imax) 2674.63
(40%Imax) 3566.17
(50%Imax) 4457.71
(60%Imax) 5349.25
(70%Imax) 6240.79
(80%Imax) 7132.34
(90%Imax) 8023.88

Imax:8915.42cd
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

House Road

270° 300° 330° 0° 30° 60° 90°

0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°

30° 30°

60° 60°

90° 90°

120° 120°

150° 150°

180°

[Unit:cd]
Imax:8915.42

(10%Imax) 891.542
(20%Imax) 1783.08
(30%Imax) 2674.63
(40%Imax) 3566.17
(50%Imax) 4457.71
(60%Imax) 5349.25
(70%Imax) 6240.79
(80%Imax) 7132.34
(90%Imax) 8023.88
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

0.0 C 180° C 0°

1.00

1.00

2.00

2.00

3.00

3.00

4.00

4.00

5.00d/h

5.00d/h

C 270°

C 90°

0.000.00 1.001.00 2.002.00 3.003.00 4.004.00 5.00d/h5.00d/h

(10%Emax) 99.05956
(20%Emax) 198.1189
(30%Emax) 297.1789
(40%Emax) 396.2378
(50%Emax) 495.2978
(60%Emax) 594.3578
(70%Emax) 693.4167
(80%Emax) 792.4767
(90%Emax) 891.5355

Emax:990.60Emax:990.60[Unit:lx]  H=3.0m
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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1783.08
2674.63
3566.17
4457.71
5349.25
6240.79
7132.34
8023.88
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

Luminance Table
γ 45 50 55 60 65 70 75 80 85

C0 1327 1181 1146 1166 1204 1237 1286 1364 1458

C45 1123 984 940 942 956 964 983 1019 1062

C90 1327 1181 1146 1166 1204 1237 1286 1364 1458

L(Hor)(65) L(Ver)(65) L45(65) L(Hor)(75) L(Ver)(75) L45(75) L(Hor)(85) L(Ver)(85) L45(85)

3225 3225 3225 5043 5043 5043 14496 14496 14496

Glare Table

Glare Quality Service Values Illuminance(lx)

1.15 A 2000 1000 500 <=300

1.5 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.2 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

Luminance Limitting Curve

γ(°)
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6
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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S[m2]
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Budgetary Estimate Tab
Lamp Flux 1608.0 lm
Maint Co 0.8/0.8
Ave Illu 100.0 lx
Plane H 0.0 m
Place C W F
Refl1 0.7 0.5 0.2
Refl2 0.5 0.3 0.2
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

RHOCC 80 70 50 30 10 0

RHOW 50 30 10 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR COEFFCIENTS OF UTILIZATION RHOFC=20    CU

0 1.05 1.05 1.05 1.03 1.03 1.03 0.98 0.98 0.98 0.94 0.94 0.94 0.90 0.90 0.90 0.89

1 0.96 0.93 0.90 0.94 0.91 0.89 0.90 0.88 0.86 0.87 0.85 0.83 0.84 0.82 0.81 0.79

2 0.91 0.88 0.85 0.90 0.86 0.84 0.87 0.84 0.82 0.84 0.82 0.80 0.82 0.80 0.78 0.77

3 0.88 0.84 0.80 0.86 0.83 0.80 0.84 0.81 0.79 0.82 0.79 0.77 0.80 0.78 0.76 0.75

4 0.84 0.80 0.77 0.83 0.80 0.77 0.82 0.78 0.76 0.80 0.77 0.75 0.78 0.76 0.74 0.73

5 0.82 0.77 0.74 0.81 0.77 0.74 0.79 0.76 0.73 0.78 0.75 0.73 0.77 0.74 0.72 0.71

6 0.79 0.75 0.72 0.78 0.75 0.72 0.77 0.74 0.71 0.76 0.73 0.71 0.75 0.73 0.71 0.70

7 0.77 0.73 0.70 0.76 0.73 0.70 0.75 0.72 0.70 0.74 0.71 0.69 0.74 0.71 0.69 0.68

8 0.75 0.71 0.68 0.74 0.71 0.68 0.74 0.70 0.68 0.73 0.70 0.68 0.72 0.69 0.67 0.67

9 0.73 0.69 0.67 0.73 0.69 0.67 0.72 0.69 0.66 0.71 0.68 0.66 0.71 0.68 0.66 0.65

10 0.71 0.68 0.65 0.71 0.68 0.65 0.70 0.67 0.65 0.70 0.67 0.65 0.69 0.67 0.65 0.64
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Equipment: GMS1980 Date: 2018/4/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 8954.37 6819.84 3459.19 1554.24 867.14 576.44 325.93 33.64 8.53
45.0 8989.61 6542.35 3165.74 1353.84 778.50 529.09 295.10 24.78 12.28
90.0 8798.01 5963.71 2726.39 1083.57 769.47 542.36 250.95 18.17 9.63
135.0 8919.69 7156.23 3609.50 1610.95 905.13 591.86 372.73 53.57 9.63
180.0 8954.37 6819.84 3606.74 1558.65 886.52 583.98 358.03 53.18 9.41
225.0 8989.61 7347.83 3783.48 1661.05 897.47 563.61 375.37 82.42 14.15
270.0 8798.01 7855.45 4366.52 1822.92 1018.54 642.51 436.60 118.54 11.73
315.0 8919.69 6518.68 3386.52 1490.93 852.33 570.33 328.47 32.21 8.09
360.0 8954.37 6819.84 3459.19 1554.24 867.14 576.44 325.93 33.64 8.53

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 7.05 6.55 6.44 6.44 6.55 6.28 6.11 6.06 6.00
45.0 8.92 7.43 6.83 6.55 6.33 6.28 6.33 6.28 6.00
90.0 7.71 6.77 6.44 6.33 6.28 6.22 6.17 6.11 5.95
135.0 7.60 6.77 6.50 6.44 6.44 6.39 6.28 6.11 6.00
180.0 7.60 6.77 6.50 6.44 6.39 6.28 6.11 6.00 5.95
225.0 9.63 7.82 7.05 6.83 6.66 6.39 6.22 6.17 6.00
270.0 8.09 7.10 6.83 6.83 6.77 6.50 6.22 6.11 6.06
315.0 7.10 6.66 6.44 6.44 6.50 6.44 6.28 6.22 6.17
360.0 7.05 6.55 6.44 6.44 6.55 6.28 6.11 6.06 6.00

C/γ(°) 90.0
0.0 5.89
45.0 5.84
90.0 5.89
135.0 5.95
180.0 5.95
225.0 6.00
270.0 5.95
315.0 5.95
360.0 5.89


