
Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

NATA LIGHTING CO.,LTD.
www.nata.cn
Email:info@nata.cn
Tel:+86 750 3770000  Fax:+86 750 3771111
Address:380Jinou Road,GaoXin Zone,Jiang Men City,Guangdong,China

Nata

Client:
LumCAT: 4-2202-L
Luminaire: 92.70.131.00
Report No: NT2018011023 Voltage(V): 34.5000
Test No: GC2018011023 Current(A): 0.6400
LampCAT: LUMINUS CXM-14 Power (W): 22.0800
Lamp flux(lm): 2422.0 PF: 0.0000
Number of Lamps: 1 Ballast type: DC

Width(mm): 102Length(mm): 102
Height(mm): 0Phm Type: C

Photometric Results

Lumens(lm): 2387.76, Efficiency(%): 98.59%   , Luminous Efficacy(lm/W): 108.14
Central intensity(cd): 11262.890, Maximum intensity(cd): 11262.890
Angle of maximum intensity:  C=0.0 γ=0.0
Beam Angle(50%Imax): [C0/180]Total=22.8

[C90/270]Total=22.8
Field angle(10%Imax): [C0/180]Total=40.2

[C90/270]Total=40.2
Maximum s/h(1/2):  C0_180=0.39 C90_270=0.39
Maximum s/h(1/4):  C0_180=0.37 C90_270=0.37
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 101.27%
Up flux rate of LUM(%): - -
Down flux rate of LUM(%): 100.00%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  96.011%
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Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 11262.888 67.354 67.354 2.781% 2.821%

5.0 9729.498 464.810 532.165 19.191% 22.287%

10.0 6689.284 636.706 1168.871 26.288% 48.953%

15.0 2775.324 393.731 1562.602 16.256% 65.442%

20.0 1131.664 212.158 1774.76 8.760% 74.328%

25.0 897.839 207.987 1982.747 8.587% 83.038%

30.0 773.783 212.070 2194.816 8.756% 91.920%

35.0 390.247 122.693 2317.509 5.066% 97.058%

40.0 36.908 13.004 2330.514 .537% 97.603%

45.0 16.056 6.223 2336.737 .257% 97.863%

50.0 14.397 6.045 2342.782 .250% 98.117%

55.0 13.482 6.053 2348.836 .250% 98.370%

60.0 12.973 6.158 2354.994 .254% 98.628%

65.0 12.353 6.137 2361.131 .253% 98.885%

70.0 11.651 6.001 2367.132 .248% 99.136%

75.0 11.094 5.874 2373.006 .243% 99.382%

80.0 10.929 5.899 2378.905 .244% 99.629%

85.0 10.825 5.911 2384.816 .244% 99.877%

90.0 10.722 2.939 2387.755 .121% 100.000%
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Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 2194.82 90.62% 91.92%

0-40 2330.51 96.22% 97.60%

0-60 2354.99 97.23% 98.63%

0-90 2384.82 98.46% 99.88%

0-120 2384.82 98.46% 99.88%

0-180 2387.76 98.59% 100.00%

60-90 35.98 1.49% 1.51%

90-120 0.00 0.00% 0.00%

90-130 0.00 0.00% 0.00%

90-150 0.00 0.00% 0.00%

90-180 0.00 0.00% 0.00%

0-23.26 1910.20 78.87% 80.00%

ZONAL LUMEN SUMMARY

0-10 1168.87

10-20 605.89

20-30 420.06

30-40 135.70

40-50 12.27

50-60 12.21

60-70 12.14

70-80 11.77

80-90 5.91

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00
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Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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C0(Max):

C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:20.1 Right:20.1

:C90/270Left:20.1 Right:20.1

Beam Angle(50%Imax):C0/180Left:11.4 Right:11.4

:C90/270Left:11.4 Right:11.4
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Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
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Illuminance at a Distance

Center Beam LUX Beam Width
HV

2m
2815.72 LUX 0.8m 0.8m

4m
703.93 LUX 1.6m 1.6m

6m
312.86 LUX 2.4m 2.4m

8m
175.98 LUX 3.2m 3.2m

10m
112.63 LUX 4.0m 4.0m

12m
78.21 LUX 4.8m 4.8m

Vert.Spread:22.7 Horiz.Spread:22.7



Nata 4-2202-L

ISO-Intensity(V-H) Appendix Page: 6  Total:15

Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
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[Unit:cd]

(10%Imax) 1126.29
(20%Imax) 2252.58
(30%Imax) 3378.87
(40%Imax) 4505.16
(50%Imax) 5631.44
(60%Imax) 6757.73
(70%Imax) 7884.02
(80%Imax) 9010.31
(90%Imax) 10136.6

Imax:11262.89cd
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House Road
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90° 90°
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180°

[Unit:cd]

Imax:11262.89

(10%Imax) 1126.29
(20%Imax) 2252.58
(30%Imax) 3378.87
(40%Imax) 4505.16
(50%Imax) 5631.44
(60%Imax) 6757.73
(70%Imax) 7884.02
(80%Imax) 9010.31
(90%Imax) 10136.6
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Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

0.0 C 180° C 0°

1.00

1.00

2.00

2.00

3.00

3.00

4.00

4.00

5.00d/h

5.00d/h

C 270°

C 90°

0.000.00 1.001.00 2.002.00 3.003.00 4.004.00 5.00d/h5.00d/h

(10%Emax) 125.1422
(20%Emax) 250.2856
(30%Emax) 375.4278
(40%Emax) 500.5711
(50%Emax) 625.7133
(60%Emax) 750.8567
(70%Emax) 875.9989
(80%Emax) 1001.141
(90%Emax) 1126.289

Emax:1251.43Emax:1251.43[Unit:lx]  H=3.0m
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3378.87
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5631.44
6757.73
7884.02
9010.31
10136.6
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Luminance Table

γ 45 50 55 60 65 70 75 80 85

C0 1279 1169 1125 1122 1118 1114 1134 1209 1317

C45 1092 983 931 914 895 875 872 908 962

C90 1279 1169 1125 1122 1118 1114 1134 1209 1317

L(Hor)(65) L(Ver)(65) L45(65) L(Hor)(75) L(Ver)(75) L45(75) L(Hor)(85) L(Ver)(85) L45(85)

2810 2810 2810 4120 4120 4120 11939 11939 11939

Glare Table

Glare Quality Service Values Illuminance(lx)

1.15 A 2000 1000 500 <=300

1.5 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.2 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

Luminance Limitting Curve

γ(°)
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45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3

L(cd/m²)
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4

6
8 (a/hs)

a b c d e f g h

C0 C45 C90
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Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

1 2 3 4 5 6 7 8 9 10 20
S[m2]
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Budgetary Estimate Tab
Lamp Flux 2422.0 lm

Maint Co 0.8/0.8

Ave Illu 100.0 lx
Plane H 0.0 m

Place C W F
Refl1 0.7 0.5 0.2
Refl2 0.5 0.3 0.2
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Equipment: GMS1980 Date: 2018/1/10 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

RHOCC 80 70 50 30 10 0

RHOW 50 30 10 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR COEFFCIENTS OF UTILIZATION RHOFC=20    CU

0 1.21 1.21 1.21 1.18 1.18 1.18 1.13 1.13 1.13 1.08 1.08 1.08 1.03 1.03 1.03 1.01

1 1.10 1.08 1.05 1.08 1.06 1.03 1.04 1.02 1.00 1.00 0.99 0.97 0.97 0.95 0.94 0.92

2 1.05 1.01 0.98 1.03 1.00 0.97 1.00 0.97 0.95 0.97 0.95 0.93 0.94 0.92 0.91 0.89

3 1.01 0.96 0.93 0.99 0.95 0.92 0.97 0.93 0.90 0.94 0.91 0.89 0.92 0.90 0.88 0.86

4 0.97 0.92 0.88 0.96 0.91 0.88 0.93 0.90 0.87 0.92 0.88 0.86 0.90 0.87 0.85 0.84

5 0.93 0.88 0.85 0.92 0.88 0.85 0.91 0.87 0.84 0.89 0.86 0.83 0.88 0.85 0.83 0.81

6 0.90 0.85 0.82 0.89 0.85 0.82 0.88 0.84 0.81 0.87 0.83 0.81 0.85 0.83 0.80 0.79

7 0.87 0.83 0.80 0.87 0.82 0.79 0.86 0.82 0.79 0.84 0.81 0.79 0.83 0.80 0.78 0.77

8 0.85 0.80 0.77 0.84 0.80 0.77 0.83 0.80 0.77 0.82 0.79 0.77 0.82 0.79 0.76 0.75

9 0.83 0.78 0.75 0.82 0.78 0.75 0.81 0.78 0.75 0.81 0.77 0.75 0.80 0.77 0.74 0.73

10 0.80 0.76 0.73 0.80 0.76 0.73 0.79 0.76 0.73 0.79 0.75 0.73 0.78 0.75 0.73 0.72
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1114.09

835.57

557.04

278.52

Luminaire Lumens Uplight

Back Front

Luminaire Lumens:

FL=1114.09,FM=148.46,FH=12,FVH=5.9

BL=984.59,BM=118.47,BH=11.88,BVH=5.89

UL=11.7,UH=55.67

BUG Rating:B2-U2-G0
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C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 10905.57 10702.96 8038.23 4112.71 1377.51 963.49 820.34 629.85 136.76
45.0 11622.41 9816.56 7107.78 2895.97 1145.17 907.88 782.35 431.09 25.55
90.0 10912.18 9294.62 5744.58 1789.33 1044.59 869.45 745.57 254.36 18.11
135.0 11611.39 9535.77 6111.26 2940.01 1047.72 886.41 765.83 301.16 20.43
180.0 10905.57 8862.98 4911.58 1523.96 1013.31 850.57 728.73 170.78 20.10
225.0 11622.41 9473.55 6211.46 2175.28 1090.56 877.98 769.85 322.25 20.15
270.0 10912.18 10284.54 7757.45 3556.64 1239.87 922.19 797.77 534.60 26.48
315.0 11611.39 9865.01 7631.92 3208.69 1094.58 904.74 779.82 477.89 27.69
360.0 10905.57 10702.96 8038.23 4112.71 1377.51 963.49 820.34 629.85 136.76

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 19.38 16.68 14.98 13.71 12.77 12.06 11.45 11.18 10.96
45.0 15.91 14.42 13.82 13.54 12.88 11.89 11.01 10.85 10.79
90.0 14.42 13.38 12.55 12.06 11.62 11.18 10.90 10.79 10.74
135.0 14.76 13.82 13.60 13.43 12.66 11.73 11.07 10.96 10.85
180.0 16.90 15.42 13.98 13.05 12.22 11.62 11.23 11.01 10.90
225.0 15.36 13.82 13.16 12.94 12.50 11.67 11.01 10.85 10.74
270.0 15.53 13.65 12.66 12.06 11.62 11.29 10.96 10.85 10.74
315.0 16.19 13.98 13.10 12.99 12.55 11.78 11.12 10.96 10.90
360.0 19.38 16.68 14.98 13.71 12.77 12.06 11.45 11.18 10.96

C/γ(°) 90.0
0.0 10.79
45.0 10.68
90.0 10.68
135.0 10.74
180.0 10.79
225.0 10.68
270.0 10.68
315.0 10.74
360.0 10.79


