
Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

NATA LIGHTING CO.,LTD.
www.nata.cn
Email:info@nata.com
Tel:+86-750-3770000  Fax:+86-750-3771111
Address:380JinOu Road,GaoXin Zone,Jiang Men City,Guangdong,China

LumCAT: 4-2204-L
Luminaire: 92.70.131.00
Report No: NATA0100 Voltage(V): 34.1500
Test No: GC2019120415 Current(A): 0.4470
LampCAT: TRIDONIC SLE G7 15MM Power (W): 15.2600
Lamp flux(lm): 2031.0 PF: 1.0000
Number of Lamps: 1 Ballast type: DC

Width(mm): 0Length(mm): 0
Height(mm): 0Phm Type: C

Photometric Results

Lumens(lm): 1989.34
Efficiency(%): 97.95%
Lumens(lm)/Power(W): 130.36
Central intensity(cd): 4158.914
Maximum intensity(cd): 4158.914
Angle of maximum intensity:  C=0.0 γ=0.0
Beam Angle(50%Imax): [C0/180]Total=37.3

[C90/270]Total=37.3
Field angle(10%Imax): [C0/180]Total=69.7

[C90/270]Total=69.7
Maximum s/h(1/2):  C0_180=0.61 C90_270=0.61
Maximum s/h(1/4):  C0_180=0.61 C90_270=0.61
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 97.95%
Up flux rate of LUM(%): - -
Down flux rate of LUM(%): 100.00%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  98.249%
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Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 4158.914 0.000 0 .000% .000%

5.0 3952.688 96.972 96.972 4.775% 4.875%

10.0 3438.352 264.401 361.373 13.018% 18.165%

15.0 2727.984 365.783 727.156 18.010% 36.553%

20.0 1844.016 376.797 1103.953 18.552% 55.493%

25.0 1111.591 309.989 1413.941 15.263% 71.076%

30.0 816.525 244.005 1657.946 12.014% 83.342%

35.0 403.221 179.616 1837.562 8.844% 92.370%

40.0 56.510 76.703 1914.265 3.777% 96.226%

45.0 27.661 15.585 1929.85 .767% 97.010%

50.0 19.969 9.624 1939.474 .474% 97.493%

55.0 16.376 7.903 1947.377 .389% 97.891%

60.0 14.505 7.138 1954.515 .351% 98.249%

65.0 12.966 6.678 1961.193 .329% 98.585%

70.0 11.609 6.222 1967.415 .306% 98.898%

75.0 10.413 5.756 1973.171 .283% 99.187%

80.0 10.083 5.484 1978.656 .270% 99.463%

85.0 9.795 5.401 1984.057 .266% 99.734%

90.0 9.499 5.283 1989.34 .260% 100.000%
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Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 1657.95 81.63% 83.34%

0-40 1914.26 94.25% 96.23%

0-60 1954.51 96.23% 98.25%

0-90 1984.06 97.69% 99.73%

0-120 1984.06 97.69% 99.73%

0-180 1989.34 97.95% 100.00%

60-90 36.68 1.81% 1.84%

90-120 0.00 0.00% 0.00%

90-130 0.00 0.00% 0.00%

90-150 0.00 0.00% 0.00%

90-180 0.00 0.00% 0.00%

0-28.64 1591.47 78.36% 80.00%

ZONAL LUMEN SUMMARY

0-10 361.37

10-20 742.58

20-30 553.99

30-40 256.32

40-50 25.21

50-60 15.04

60-70 12.90

70-80 11.24

80-90 5.40

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00



4-2204-L

Light Distribution Curve [Unit:cd] Appendix Page: 4  Total:14

Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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0.00

831.78

1663.57

2495.35

3327.13

4158.91
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C0(Max):

C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:34.8 Right:34.8

:C90/270Left:34.8 Right:34.8

Beam Angle(50%Imax):C0/180Left:18.7 Right:18.7

:C90/270Left:18.7 Right:18.7
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Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

0.5m
34.92cm16635.7 , 13617.8 lx

1.0m
69.85cm4158.9 , 3404.4 lx

10.0m
698.49cm41.6 , 34.0 lx

2.0m
139.70cm1039.7 , 851.1 lx

3.0m
209.55cm462.1 , 378.3 lx

5.0m
349.25cm166.4 , 136.2 lx

Max , Ave Beam angle of C0 plane 38.50



4-2204-L

ISO-Intensity(V-H) Appendix Page: 6  Total:14

Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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0°0° 15°-15° 30°-30° 45°-45° 60°-60° 75°-75° 90°-90°

[Unit:cd]

(10%Imax) 415.891
(20%Imax) 831.783
(30%Imax) 1247.67
(40%Imax) 1663.57
(50%Imax) 2079.46
(60%Imax) 2495.35
(70%Imax) 2911.24
(80%Imax) 3327.13
(90%Imax) 3743.02

Imax:4158.91cd
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Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

House Road

270° 300° 330° 0° 30° 60° 90°

0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°

30° 30°

60° 60°

90° 90°

120° 120°

150° 150°

180°

[Unit:cd]

Imax:4158.91

(10%Imax) 415.891
(20%Imax) 831.783
(30%Imax) 1247.67
(40%Imax) 1663.57
(50%Imax) 2079.46
(60%Imax) 2495.35
(70%Imax) 2911.24
(80%Imax) 3327.13
(90%Imax) 3743.02
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Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

0.0 C 180° C 0°

1.00

1.00

2.00

2.00

3.00

3.00

4.00

4.00

5.00d/h

5.00d/h

C 270°

C 90°

0.000.00 1.001.00 2.002.00 3.003.00 4.004.00 5.00d/h5.00d/h

(10%Emax) 103.9727
(20%Emax) 207.9455
(30%Emax) 311.9175
(40%Emax) 415.89
(50%Emax) 519.8625
(60%Emax) 623.835
(70%Emax) 727.81
(80%Emax) 831.7825
(90%Emax) 935.755

Emax:1039.73Emax:1039.73[Unit:lx]  H=2.0m
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Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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[Unit:lx]Imax:4158.91

415.891
831.783
1247.67
1663.57
2079.46
2495.35
2911.24
3327.13
3743.02
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Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

Luminance Table

γ 45 50 55 60 65 70 75 80 85

C0 0 0 0 0 0 0 0 0 0

C45 0 0 0 0 0 0 0 0 0

C90 0 0 0 0 0 0 0 0 0

L(Hor)(65) L(Ver)(65) L45(65) L(Hor)(75) L(Ver)(75) L45(75) L(Hor)(85) L(Ver)(85) L45(85)

0 0 0 0 0 0 0 0 0

Glare Table

Glare Quality Service Values Illuminance(lx)

1.15 A 2000 1000 500 <=300

1.5 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.2 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

Luminance Limitting Curve

γ(°)

85

75

65

55

45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3

L(cd/m²)

4

2

3

4

6
8 (a/hs)

a b c d e f g h

C0 C45 C90
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Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

1 2 3 4 5 6 7 8 9 10 20
S[m2]
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1
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[N]

20
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40

2m6m

Budgetary Estimate Tab
Lamp Flux 2031.0 lm

Maint Co 0.8/0.8

Ave Illu 100.0 lx
Plane H 0.0 m

Place C W F
Refl1 0.7 0.5 0.2
Refl2 0.5 0.3 0.2



4-2204-L

Utilization factor table for indoor luminaire Appendix Page: 12  Total:14

Equipment: GMS1980 Date: 2019/12/4 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

RHOCC 80 70 50 30 10 0

RHOW 50 30 10 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR COEFFCIENTS OF UTILIZATION RHOFC=20    CU

0 1.17 1.17 1.17 1.14 1.14 1.14 1.09 1.09 1.09 1.04 1.04 1.04 1.00 1.00 1.00 0.98

1 1.09 1.07 1.05 1.07 1.05 1.03 1.03 1.01 1.00 0.99 0.98 0.97 0.96 0.95 0.94 0.92

2 1.02 0.99 0.96 1.01 0.97 0.95 0.98 0.95 0.92 0.95 0.92 0.91 0.92 0.90 0.89 0.87

3 0.96 0.92 0.89 0.95 0.91 0.88 0.93 0.89 0.86 0.90 0.87 0.85 0.88 0.86 0.84 0.82

4 0.91 0.86 0.83 0.90 0.86 0.82 0.88 0.84 0.81 0.86 0.83 0.80 0.84 0.82 0.79 0.78

5 0.87 0.81 0.78 0.86 0.81 0.77 0.84 0.80 0.77 0.82 0.79 0.76 0.81 0.78 0.75 0.74

6 0.82 0.77 0.73 0.82 0.77 0.73 0.80 0.76 0.73 0.79 0.75 0.72 0.78 0.74 0.72 0.70

7 0.78 0.73 0.70 0.78 0.73 0.69 0.77 0.72 0.69 0.75 0.72 0.69 0.74 0.71 0.68 0.67

8 0.75 0.70 0.66 0.74 0.69 0.66 0.73 0.69 0.66 0.72 0.68 0.65 0.71 0.68 0.65 0.64

9 0.71 0.66 0.63 0.71 0.66 0.63 0.70 0.66 0.63 0.69 0.65 0.62 0.69 0.65 0.62 0.61

10 0.68 0.63 0.60 0.68 0.63 0.60 0.67 0.63 0.60 0.67 0.63 0.60 0.66 0.62 0.60 0.59
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100%

0.00.0 0.30.3 0.60.6 0.90.9 1.21.2 1.51.5 1.81.8 2.12.1 2.42.4 2.72.7 3.03.0

Width/HeightStreetHouse

0° 5° 10° 15°
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C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 4144.50 4100.63 3656.25 3031.88 2223.00 1476.00 1037.25 557.44 94.11
45.0 4169.25 3948.19 3457.13 2792.25 1916.44 1091.81 763.31 332.44 33.98
90.0 4143.38 3701.25 3159.56 2440.13 1306.13 862.43 681.36 247.16 27.79
135.0 4173.75 3799.69 3141.00 2369.81 1649.25 1077.75 792.00 394.88 50.23
180.0 4144.50 3854.25 3319.88 2656.69 1890.00 1112.12 896.68 334.41 79.20
225.0 4169.25 3965.06 3538.13 2869.88 1968.75 1098.96 784.24 359.27 40.22
270.0 4143.38 4142.81 3673.69 2925.00 1878.19 1075.50 743.63 500.06 69.08
315.0 4183.31 4109.63 3561.19 2738.25 1920.38 1098.17 833.74 500.12 57.49
360.0 4144.50 4100.63 3656.25 3031.88 2223.00 1476.00 1037.25 557.44 94.11

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 47.53 30.54 22.05 17.78 14.79 12.49 10.41 10.07 9.79
45.0 19.46 16.09 14.85 13.84 12.77 11.48 10.35 10.01 9.79
90.0 19.13 15.92 14.68 13.67 12.60 11.36 10.58 10.29 9.90
135.0 26.72 19.97 16.26 14.23 12.54 11.36 10.29 9.96 9.73
180.0 40.11 25.43 18.39 14.85 12.77 11.36 10.35 10.01 9.68
225.0 20.31 16.26 14.40 13.33 12.26 11.03 10.35 9.96 9.73
270.0 21.83 16.09 14.18 13.56 12.83 11.87 10.69 10.35 9.96
315.0 26.21 19.46 16.20 14.79 13.16 11.93 10.29 10.01 9.79
360.0 47.53 30.54 22.05 17.78 14.79 12.49 10.41 10.07 9.79

C/γ(°) 90.0
0.0 9.51
45.0 9.51
90.0 9.56
135.0 9.45
180.0 9.45
225.0 9.45
270.0 9.56
315.0 9.51
360.0 9.51


