
Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

NATA LIGHTING CO.,LTD.
www.nata.cn
Email:info@nata.com
Tel:+86-750-3770000  Fax:+86-750-3771111
Address:380JinOu Road,GaoXin Zone,Jiang Men City,Guangdong,China

Nata

Client:
LumCAT: CR01W024100DN
Luminaire: 91.69.0009.000
Report No: GC20200311B010 Voltage(V): 24.3800
Test No: GC20200311C010 Current(A): 0.5000
LampCAT: CREE 3030 Power (W): 12.1900
Lamp flux(lm): 1644.0 PF: 0.0000
Number of Lamps: 1 Ballast type: DC

Width(mm): 0Length(mm): 0
Height(mm): 0Phm Type: C

Photometric Results

Lumens(lm): 1294.94, Efficiency(%): 78.77%   , Luminous Efficacy(lm/W): 106.23
Central intensity(cd): 367.311, Maximum intensity(cd): 376.370
Angle of maximum intensity:  C=0.0 γ=20.0
Beam Angle(50%Imax): [C0/180]Total=142.6

[C90/270]Total=102.4
Field angle(10%Imax): [C0/180]Total=178.8

[C90/270]Total=158.6
Maximum s/h(1/2):  C0_180=1.48 C90_270=1.22
Maximum s/h(1/4):  C0_180=1.61 C90_270=1.32
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 78.77%
Up flux rate of LUM(%): - -
Down flux rate of LUM(%): 100.00%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  71.529%
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Zonal flux distribution table Appendix Page: 2  Total:16

Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 362.565 0.000 0 .000% .000%

5.0 363.067 8.675 8.675 .528% .670%

10.0 362.579 25.959 34.633 1.579% 2.675%

15.0 358.261 42.760 77.393 2.601% 5.977%

20.0 352.765 58.599 135.992 3.564% 10.502%

25.0 344.686 73.150 209.142 4.450% 16.151%

30.0 332.936 85.754 294.895 5.216% 22.773%

35.0 317.003 95.708 390.603 5.822% 30.164%

40.0 301.380 103.173 493.776 6.276% 38.131%

45.0 284.284 108.440 602.216 6.596% 46.505%

50.0 263.446 110.677 712.893 6.732% 55.052%

55.0 238.455 109.130 822.023 6.638% 63.480%

60.0 212.483 104.233 926.256 6.340% 71.529%

65.0 182.230 95.955 1022.211 5.837% 78.939%

70.0 151.508 84.505 1106.716 5.140% 85.465%

75.0 121.213 71.285 1178.001 4.336% 90.970%

80.0 92.629 57.218 1235.219 3.480% 95.388%

85.0 57.791 40.873 1276.092 2.486% 98.545%

90.0 11.038 18.846 1294.938 1.146% 100.000%
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 294.90 17.94% 22.77%

0-40 493.78 30.04% 38.13%

0-60 926.26 56.34% 71.53%

0-90 1276.09 77.62% 98.54%

0-120 1276.09 77.62% 98.54%

0-180 1294.94 78.77% 100.00%

60-90 454.07 27.62% 35.06%

90-120 0.00 0.00% 0.00%

90-130 0.00 0.00% 0.00%

90-150 0.00 0.00% 0.00%

90-180 0.00 0.00% 0.00%

0-65.81 1035.95 63.01% 80.00%

ZONAL LUMEN SUMMARY

0-10 34.63

10-20 101.36

20-30 158.90

30-40 198.88

40-50 219.12

50-60 213.36

60-70 180.46

70-80 128.50

80-90 40.87

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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C0(Max):

C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:89.4 Right:89.4

:C90/270Left:79.3 Right:79.3

Beam Angle(50%Imax):C0/180Left:71.3 Right:71.3

:C90/270Left:51.2 Right:51.2
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

Illuminance at a Distance

Center Beam LUX Beam Width
HV

2m
91.83 LUX 12.5m 5.0m

4m
22.96 LUX 25.0m 10.0m

6m
10.20 LUX 37.4m 14.9m

8m
5.74 LUX 49.9m 19.9m

10m
3.67 LUX 62.4m 24.9m

12m
2.55 LUX 74.9m 29.9m

Vert.Spread:144.5 Horiz.Spread:102.5
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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0°0° 15°-15° 30°-30° 45°-45° 60°-60° 75°-75° 90°-90°

[Unit:cd]

(10%Imax) 37.6369
(20%Imax) 75.2739
(30%Imax) 112.911
(40%Imax) 150.548
(50%Imax) 188.185
(60%Imax) 225.822
(70%Imax) 263.459
(80%Imax) 301.096
(90%Imax) 338.733

Imax:376.37cd
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

House Road

270° 300° 330° 0° 30° 60° 90°

0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°

30° 30°

60° 60°

90° 90°

120° 120°

150° 150°

180°

[Unit:cd]

Imax:376.37

(10%Imax) 37.6369
(20%Imax) 75.2739
(30%Imax) 112.911
(40%Imax) 150.548
(50%Imax) 188.185
(60%Imax) 225.822
(70%Imax) 263.459
(80%Imax) 301.096
(90%Imax) 338.733
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

0.0 C 180° C 0°

1.00

1.00

2.00

2.00

3.00

3.00

4.00

4.00

5.00d/h

5.00d/h

C 270°

C 90°

0.000.00 1.001.00 2.002.00 3.003.00 4.004.00 5.00d/h5.00d/h

(10%Emax) 4.049589
(20%Emax) 8.099178
(30%Emax) 12.14878
(40%Emax) 16.19833
(50%Emax) 20.24789
(60%Emax) 24.29755
(70%Emax) 28.34711
(80%Emax) 32.39667
(90%Emax) 36.44633

Emax:40.50Emax:40.50[Unit:lx]  H=3.0m
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

1.0m

2.0m

4.0m

6.0m

8.0m

10.0m

0.0m 1.0m 2.0m 3.0m 4.0m 5.0m 6.0m 7.0m 8.0m 9.0m

[Unit:lx]Imax:376.37

36.731
73.4621
110.193
146.924
183.655
220.386
257.117
293.848
330.579



Nata CR01W024100DN

Luminance Limitting Curve(no luminous side) Appendix Page: 10  Total:16

Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

Luminance Table

γ 45 50 55 60 65 70 75 80 85

C0 0 0 0 0 0 0 0 0 0

C45 0 0 0 0 0 0 0 0 0

C90 0 0 0 0 0 0 0 0 0

L(Hor)(65) L(Ver)(65) L45(65) L(Hor)(75) L(Ver)(75) L45(75) L(Hor)(85) L(Ver)(85) L45(85)

0 0 0 0 0 0 0 0 0

Glare Table

Glare Quality Service Values Illuminance(lx)

1.15 A 2000 1000 500 <=300

1.5 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.2 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

Luminance Limitting Curve

γ(°)

85

75

65

55

45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3

L(cd/m²)

4

2

3

4

6
8 (a/hs)

a b c d e f g h

C0 C45 C90
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

1 2 3 4 5 6 7 8 9 10 20
S[m2]

40 60 80 100 200 400 600 800
1

2

3

4

5

6

7

8
9
10

[N]

20

30

40

2m

6m

Budgetary Estimate Tab
Lamp Flux 1644.0 lm

Maint Co 0.8/0.8

Ave Illu 100.0 lx
Plane H 0.0 m

Place C W F
Refl1 0.7 0.5 0.2
Refl2 0.5 0.3 0.2
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Utilization factor table for indoor luminaire Appendix Page: 12  Total:16

Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

RHOCC 80 70 50 30 10 0

RHOW 50 30 10 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR COEFFCIENTS OF UTILIZATION RHOFC=20    CU

0 0.94 0.94 0.94 0.92 0.92 0.92 0.88 0.88 0.88 0.84 0.84 0.84 0.80 0.80 0.80 0.79

1 0.80 0.76 0.72 0.78 0.74 0.71 0.75 0.72 0.69 0.71 0.69 0.67 0.68 0.67 0.65 0.63

2 0.69 0.62 0.57 0.67 0.61 0.57 0.64 0.59 0.55 0.61 0.58 0.54 0.59 0.56 0.53 0.51

3 0.60 0.52 0.47 0.58 0.52 0.46 0.56 0.50 0.46 0.54 0.49 0.45 0.51 0.47 0.44 0.42

4 0.52 0.45 0.39 0.51 0.44 0.39 0.49 0.43 0.38 0.47 0.42 0.38 0.46 0.41 0.37 0.35

5 0.46 0.39 0.33 0.46 0.38 0.33 0.44 0.38 0.33 0.42 0.37 0.32 0.41 0.36 0.32 0.30

6 0.42 0.34 0.29 0.41 0.34 0.29 0.39 0.33 0.28 0.38 0.32 0.28 0.37 0.32 0.28 0.26

7 0.38 0.30 0.25 0.37 0.30 0.25 0.36 0.29 0.25 0.34 0.29 0.25 0.33 0.28 0.24 0.23

8 0.34 0.27 0.22 0.34 0.27 0.22 0.33 0.26 0.22 0.32 0.26 0.22 0.31 0.26 0.22 0.20

9 0.31 0.25 0.20 0.31 0.24 0.20 0.30 0.24 0.20 0.29 0.24 0.20 0.28 0.23 0.20 0.18

10 0.29 0.22 0.18 0.28 0.22 0.18 0.28 0.22 0.18 0.27 0.22 0.18 0.26 0.21 0.18 0.16
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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232.13

154.76

77.38

Luminaire Lumens Uplight

Back Front

Luminaire Lumens:

FL=146.58,FM=309.51,FH=148.64,FVH=28.26

BL=146.58,BM=309.51,BH=148.64,BVH=28.26

UL=12.04,UH=57.31

BUG Rating:B1-U2-G1
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 367.31 369.39 373.27 373.39 376.37 375.36 369.11 356.17 349.25
15.0 359.66 367.59 370.07 369.39 370.86 371.02 365.73 353.92 345.70
30.0 360.39 364.95 367.76 364.83 363.15 360.39 353.98 343.23 330.23
45.0 359.77 362.70 363.09 360.22 353.02 345.59 335.29 322.30 308.17
60.0 357.52 360.73 357.13 351.27 342.10 328.99 313.91 295.12 276.05
75.0 357.18 359.32 354.99 346.04 334.68 318.47 297.60 274.81 251.51
90.0 358.87 356.84 351.61 342.22 329.22 311.94 293.09 269.12 243.97
105.0 363.15 359.32 354.99 346.04 334.68 318.47 297.60 274.81 251.51
120.0 362.42 360.73 357.13 351.27 342.10 328.99 313.91 295.12 276.05
135.0 366.64 362.70 363.09 360.22 353.02 345.59 335.29 322.30 308.17
150.0 366.19 364.95 367.76 364.83 363.15 360.39 353.98 343.23 330.23
165.0 371.70 367.59 370.07 369.39 370.86 371.02 365.73 353.92 345.70
180.0 367.31 369.39 373.27 373.39 376.37 375.36 369.11 356.17 349.25
195.0 359.66 367.59 370.07 369.39 370.86 371.02 365.73 353.92 345.70
210.0 360.39 364.95 367.76 364.83 363.15 360.39 353.98 343.23 330.23
225.0 359.77 362.70 363.09 360.22 353.02 345.59 335.29 322.30 308.17
240.0 357.52 360.73 357.13 351.27 342.10 328.99 313.91 295.12 276.05
255.0 357.18 359.32 354.99 346.04 334.68 318.47 297.60 274.81 251.51
270.0 358.87 356.84 351.61 342.22 329.22 311.94 293.09 269.12 243.97
285.0 363.15 359.32 354.99 346.04 334.68 318.47 297.60 274.81 251.51
300.0 362.42 360.73 357.13 351.27 342.10 328.99 313.91 295.12 276.05
315.0 366.64 362.70 363.09 360.22 353.02 345.59 335.29 322.30 308.17
330.0 366.19 364.95 367.76 364.83 363.15 360.39 353.98 343.23 330.23
345.0 371.70 367.59 370.07 369.39 370.86 371.02 365.73 353.92 345.70
360.0 367.31 369.39 373.27 373.39 376.37 375.36 369.11 356.17 349.25

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 335.18 307.78 277.79 250.50 217.92 189.17 167.68 143.54 99.20
15.0 333.49 310.20 280.72 250.95 218.71 187.37 161.82 134.98 91.94
30.0 321.23 305.81 282.40 253.99 217.81 181.69 148.71 116.87 74.89
45.0 293.94 280.60 260.97 239.87 209.48 172.51 133.30 97.74 57.67
60.0 255.96 237.33 217.42 194.51 168.46 139.04 104.88 73.48 41.81
75.0 225.57 199.35 172.01 145.51 118.72 94.92 68.03 44.45 23.63
90.0 215.84 186.97 156.65 129.64 102.46 77.87 53.40 32.97 14.40
105.0 225.57 199.35 172.01 145.51 118.72 94.92 68.03 44.45 23.63
120.0 255.96 237.33 217.42 194.51 168.46 139.04 104.88 73.48 41.81
135.0 293.94 280.60 260.97 239.87 209.48 172.51 133.30 97.74 57.67
150.0 321.23 305.81 282.40 253.99 217.81 181.69 148.71 116.87 74.89
165.0 333.49 310.20 280.72 250.95 218.71 187.37 161.82 134.98 91.94
180.0 335.18 307.78 277.79 250.50 217.92 189.17 167.68 143.54 99.20
195.0 333.49 310.20 280.72 250.95 218.71 187.37 161.82 134.98 91.94
210.0 321.23 305.81 282.40 253.99 217.81 181.69 148.71 116.87 74.89
225.0 293.94 280.60 260.97 239.87 209.48 172.51 133.30 97.74 57.67
240.0 255.96 237.33 217.42 194.51 168.46 139.04 104.88 73.48 41.81
255.0 225.57 199.35 172.01 145.51 118.72 94.92 68.03 44.45 23.63
270.0 215.84 186.97 156.65 129.64 102.46 77.87 53.40 32.97 14.40
285.0 225.57 199.35 172.01 145.51 118.72 94.92 68.03 44.45 23.63
300.0 255.96 237.33 217.42 194.51 168.46 139.04 104.88 73.48 41.81
315.0 293.94 280.60 260.97 239.87 209.48 172.51 133.30 97.74 57.67
330.0 321.23 305.81 282.40 253.99 217.81 181.69 148.71 116.87 74.89
345.0 333.49 310.20 280.72 250.95 218.71 187.37 161.82 134.98 91.94
360.0 335.18 307.78 277.79 250.50 217.92 189.17 167.68 143.54 99.20
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Equipment: GMS1980 Date: 2020/3/11 Operator: NT07
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C/γ(°) 90.0
0.0 28.19
15.0 16.32
30.0 9.62
45.0 9.62
60.0 6.86
75.0 6.58
90.0 6.25
105.0 6.58
120.0 6.86
135.0 9.62
150.0 9.62
165.0 16.32
180.0 28.19
195.0 16.32
210.0 9.62
225.0 9.62
240.0 6.86
255.0 6.58
270.0 6.25
285.0 6.58
300.0 6.86
315.0 9.62
330.0 9.62
345.0 16.32
360.0 28.19


