
Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

NATA LIGHTING CO.,LTD.
www.nata.cn
Email:info@nata.com
Tel:+86-750-3770000  Fax:+86-750-3771111
Address:380JinOu Road,GaoXin Zone,Jiang Men City,Guangdong,China

Nata

Client:
LumCAT: CT01D03660AH
Luminaire:
Report No: Voltage(V): 38.0000
Test No: Current(A): 3.5000
LampCAT: CITIZEN CLU028 Power (W): 13.3000
Lamp flux(lm): 1631.0 PF: 0.0000
Number of Lamps: 1 Ballast type:

Width(mm): 36Length(mm): 36
Height(mm): 0Phm Type: C

Photometric Results

Lumens(lm): 1405.19, Efficiency(%): 86.16%   , Luminous Efficacy(lm/W): 105.65
Central intensity(cd): 1115.195, Maximum intensity(cd): 1115.195
Angle of maximum intensity:  C=0.0 γ=0.0
Beam Angle(50%Imax): [C0/180]Total=64.6

[C90/270]Total=64.6
Field angle(10%Imax): [C0/180]Total=107.2

[C90/270]Total=107.2
Maximum s/h(1/2):  C0_180=0.96 C90_270=0.96
Maximum s/h(1/4):  C0_180=0.97 C90_270=0.97
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 86.16%
Up flux rate of LUM(%): - -
Down flux rate of LUM(%): 100.00%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  92.921%
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 1115.195 0.000 0 .000% .000%

5.0 1105.973 26.553 26.553 1.628% 1.890%

10.0 1066.016 77.699 104.252 4.764% 7.419%

15.0 992.281 122.097 226.349 7.486% 16.108%

20.0 899.202 155.885 382.234 9.558% 27.202%

25.0 773.845 175.472 557.706 10.759% 39.689%

30.0 632.584 177.985 735.69 10.913% 52.355%

35.0 472.928 162.794 898.485 9.981% 63.940%

40.0 336.876 135.110 1033.595 8.284% 73.556%

45.0 228.546 104.693 1138.287 6.419% 81.006%

50.0 150.910 76.675 1214.962 4.701% 86.462%

55.0 96.287 53.749 1268.71 3.295% 90.287%

60.0 63.790 37.001 1305.712 2.269% 92.921%

65.0 43.866 26.171 1331.883 1.605% 94.783%

70.0 33.536 19.599 1351.482 1.202% 96.178%

75.0 27.418 15.932 1367.414 .977% 97.312%

80.0 23.846 13.717 1381.131 .841% 98.288%

85.0 24.452 13.124 1394.255 .805% 99.222%

90.0 15.485 10.935 1405.19 .670% 100.000%
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 735.69 45.11% 52.36%

0-40 1033.59 63.37% 73.56%

0-60 1305.71 80.06% 92.92%

0-90 1394.25 85.48% 99.22%

0-120 1394.25 85.48% 99.22%

0-180 1405.19 86.16% 100.00%

60-90 125.54 7.70% 8.93%

90-120 0.00 0.00% 0.00%

90-130 0.00 0.00% 0.00%

90-150 0.00 0.00% 0.00%

90-180 0.00 0.00% 0.00%

0-44.32 1124.15 68.92% 80.00%

ZONAL LUMEN SUMMARY

0-10 104.25

10-20 277.98

20-30 353.46

30-40 297.90

40-50 181.37

50-60 90.75

60-70 45.77

70-80 29.65

80-90 13.12

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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C0(Max):

C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:53.6 Right:53.6

:C90/270Left:53.6 Right:53.6

Beam Angle(50%Imax):C0/180Left:32.3 Right:32.3

:C90/270Left:32.3 Right:32.3
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

Illuminance at a Distance

Center Beam LUX Beam Width
HV

2m
278.80 LUX 2.5m 2.5m

4m
69.70 LUX 5.1m 5.1m

6m
30.98 LUX 7.6m 7.6m

8m
17.42 LUX 10.1m 10.1m

10m
11.15 LUX 12.7m 12.7m

12m
7.74 LUX 15.2m 15.2m

Vert.Spread:64.7 Horiz.Spread:64.7
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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[Unit:cd]

(10%Imax) 111.519
(20%Imax) 223.039
(30%Imax) 334.558
(40%Imax) 446.078
(50%Imax) 557.597
(60%Imax) 669.117
(70%Imax) 780.636
(80%Imax) 892.156
(90%Imax) 1003.68

Imax:1115.20cd
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

House Road

270° 300° 330° 0° 30° 60° 90°

0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°

30° 30°

60° 60°

90° 90°

120° 120°
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180°

[Unit:cd]

Imax:1115.20

(10%Imax) 111.519
(20%Imax) 223.039
(30%Imax) 334.558
(40%Imax) 446.078
(50%Imax) 557.597
(60%Imax) 669.117
(70%Imax) 780.636
(80%Imax) 892.156
(90%Imax) 1003.68
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

0.0 C 180° C 0°

1.00

1.00

2.00

2.00

3.00

3.00

4.00

4.00

5.00d/h

5.00d/h

C 270°

C 90°

0.000.00 1.001.00 2.002.00 3.003.00 4.004.00 5.00d/h5.00d/h

(10%Emax) 12.391
(20%Emax) 24.78211
(30%Emax) 37.17311
(40%Emax) 49.56422
(50%Emax) 61.95522
(60%Emax) 74.34634
(70%Emax) 86.73734
(80%Emax) 99.12845
(90%Emax) 111.52

Emax:123.91Emax:123.91[Unit:lx]  H=3.0m
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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[Unit:lx]Imax:1115.20

111.519
223.039
334.558
446.078
557.597
669.117
780.636
892.156
1003.68
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

Luminance Table

γ 45 50 55 60 65 70 75 80 85

C0 249393 181153 129530 98441 80090 75658 81740 105961 216477

C45 249393 181153 129530 98441 80090 75658 81740 105961 216477

C90 249393 181153 129530 98441 80090 75658 81740 105961 216477

L(Hor)(65) L(Ver)(65) L45(65) L(Hor)(75) L(Ver)(75) L45(75) L(Hor)(85) L(Ver)(85) L45(85)

80090 80090 80090 81740 81740 81740 216477 216477 216477

Glare Table

Glare Quality Service Values Illuminance(lx)

1.15 A 2000 1000 500 <=300

1.5 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.2 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

Luminance Limitting Curve

γ(°)

85

75

65

55

45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3

L(cd/m²)

4

2

3

4

6
8 (a/hs)

a b c d e f g h

C0 C45 C90
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

1 2 3 4 5 6 7 8 9 10 20
S[m2]

40 60 80 100 200 400 600 800
1

2

3

4

5

6

7

8
9
10

[N]

20

30

40

2m6m

Budgetary Estimate Tab
Lamp Flux 1631.0 lm

Maint Co 0.8/0.8

Ave Illu 100.0 lx
Plane H 0.0 m

Place C W F
Refl1 0.7 0.5 0.2
Refl2 0.5 0.3 0.2
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

RHOCC 80 70 50 30 10 0

RHOW 50 30 10 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR COEFFCIENTS OF UTILIZATION RHOFC=20    CU

0 1.03 1.03 1.03 1.00 1.00 1.00 0.96 0.96 0.96 0.92 0.92 0.92 0.88 0.88 0.88 0.86

1 0.93 0.90 0.88 0.91 0.88 0.86 0.87 0.85 0.84 0.84 0.83 0.81 0.81 0.80 0.79 0.77

2 0.85 0.80 0.76 0.83 0.79 0.76 0.80 0.77 0.74 0.77 0.75 0.72 0.75 0.73 0.71 0.69

3 0.77 0.72 0.68 0.76 0.71 0.67 0.74 0.69 0.66 0.71 0.68 0.65 0.69 0.66 0.64 0.62

4 0.71 0.65 0.61 0.70 0.64 0.60 0.68 0.63 0.59 0.66 0.62 0.59 0.64 0.61 0.58 0.56

5 0.65 0.59 0.55 0.64 0.59 0.54 0.63 0.58 0.54 0.61 0.57 0.53 0.60 0.56 0.53 0.51

6 0.60 0.54 0.50 0.60 0.54 0.50 0.58 0.53 0.49 0.57 0.52 0.49 0.56 0.52 0.48 0.47

7 0.56 0.50 0.46 0.55 0.50 0.45 0.54 0.49 0.45 0.53 0.48 0.45 0.52 0.48 0.45 0.43

8 0.52 0.46 0.42 0.52 0.46 0.42 0.51 0.45 0.42 0.50 0.45 0.41 0.49 0.44 0.41 0.40

9 0.49 0.43 0.39 0.48 0.43 0.39 0.47 0.42 0.39 0.47 0.42 0.38 0.46 0.41 0.38 0.37

10 0.46 0.40 0.36 0.45 0.40 0.36 0.45 0.39 0.36 0.44 0.39 0.36 0.43 0.39 0.36 0.34



Nata CT01D03660AH

Coefficient Utilization Curve Appendix Page: 13  Total:15

Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42
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281.65

187.76

93.88

Luminaire Lumens Uplight

Back Front

Luminaire Lumens:

FL=375.53,FM=295.99,FH=38.65,FVH=12.58

BL=360.46,BM=274.2,BH=36.62,BVH=11.11

UL=16.89,UH=80.4

BUG Rating:B1-U2-G1
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Equipment: GMS1980 Date: 2017/11/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 60.0% Distance(m): 7.42

C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 1122.60 1127.56 1101.68 1033.96 943.67 819.24 679.95 525.79 377.69
45.0 1118.75 1099.48 1043.87 966.24 863.83 738.31 611.13 453.11 320.43
90.0 1098.49 1063.47 1002.80 914.87 809.99 681.16 538.89 390.68 265.76
135.0 1120.95 1081.86 1011.39 920.54 823.64 684.35 543.41 394.75 282.44
180.0 1122.60 1076.79 1010.62 924.40 828.43 703.07 561.41 415.68 290.86
225.0 1118.75 1117.09 1087.80 1022.89 936.89 821.17 680.61 510.98 373.39
270.0 1098.49 1137.47 1140.77 1095.07 1018.54 909.53 754.27 573.14 414.02
315.0 1120.95 1144.07 1129.21 1060.28 968.61 833.94 691.01 519.29 370.42
360.0 1122.60 1127.56 1101.68 1033.96 943.67 819.24 679.95 525.79 377.69

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 279.14 169.74 109.18 71.41 48.89 36.06 29.07 24.83 22.52
45.0 218.02 142.98 90.57 60.12 43.05 33.36 27.42 25.16 33.47
90.0 183.06 122.50 76.91 53.18 37.55 30.34 25.22 22.35 23.01
135.0 186.70 126.24 82.53 56.10 40.41 33.80 28.24 24.22 22.08
180.0 192.53 131.31 82.91 55.72 39.03 31.44 26.04 23.07 22.13
225.0 245.83 161.26 102.90 66.07 43.77 32.43 26.70 23.51 28.35
270.0 284.09 186.48 118.32 77.96 50.49 35.62 28.30 23.56 21.91
315.0 239.00 166.77 106.97 69.76 47.73 35.24 28.35 24.06 22.13
360.0 279.14 169.74 109.18 71.41 48.89 36.06 29.07 24.83 22.52

C/γ(°) 90.0
0.0 23.29
45.0 23.29
90.0 8.48
135.0 5.84
180.0 5.84
225.0 16.96
270.0 18.66
315.0 21.53
360.0 23.29


