
Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

NATA LIGHTING CO.,LTD.
www.nata.cn
Email:info@nata.com
Tel:+86-750-3770000  Fax:+86-750-3771111
Address:380JinOu Road,GaoXin Zone,Jiang Men City,Guangdong,China

Nata

Client:
LumCAT: LM01D08524BK
Luminaire: 92.70.065.00
Report No: Voltage(V): 32.9700
Test No: GC2019072204 Current(A): 0.2970
LampCAT: LUMINUS CXM-14 Power (W): 9.7900
Lamp flux(lm): 1570.0 PF: 0.0000
Number of Lamps: 1 Ballast type: DC

Width(mm): 85Length(mm): 85
Height(mm): 0Phm Type: C

Photometric Results

Lumens(lm): 1435.92, Efficiency(%): 91.46%   , Luminous Efficacy(lm/W): 146.67
Central intensity(cd): 5329.687, Maximum intensity(cd): 5329.687
Angle of maximum intensity:  C=0.0 γ=0.0
Beam Angle(50%Imax): [C0/180]Total=28.6

[C90/270]Total=28.6
Field angle(10%Imax): [C0/180]Total=45.6

[C90/270]Total=45.6
Maximum s/h(1/2):  C0_180=0.48 C90_270=0.48
Maximum s/h(1/4):  C0_180=0.46 C90_270=0.46
Up flux rate of lamp(%): 0.00%
Down flux rate of lamp(%): 91.46%
Up flux rate of LUM(%): - -
Down flux rate of LUM(%): 100.00%
CIE Type : Direct lighting
Output flux ratio in π solid angle :  95.630%
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

γ(°) Average I(cd) Zonal F(lm) Sum F(lm) Eff Flux(%) Eff Sum(%)

0.0 5329.688 0.000 0 .000% .000%

5.0 5013.984 123.656 123.656 7.876% 8.612%

10.0 4158.984 328.146 451.802 20.901% 31.464%

15.0 2409.680 389.649 841.45 24.818% 58.600%

20.0 855.387 269.087 1110.538 17.139% 77.340%

25.0 288.359 119.958 1230.495 7.641% 85.694%

30.0 97.031 48.771 1279.267 3.106% 89.091%

35.0 50.323 21.699 1300.966 1.382% 90.602%

40.0 39.122 14.923 1315.889 .951% 91.641%

45.0 37.941 14.269 1330.158 .909% 92.635%

50.0 36.394 15.020 1345.178 .957% 93.681%

55.0 31.155 14.687 1359.865 .936% 94.704%

60.0 26.381 13.299 1373.165 .847% 95.630%

65.0 21.417 11.620 1384.785 .740% 96.439%

70.0 19.413 10.339 1395.123 .659% 97.159%

75.0 19.392 10.143 1405.266 .646% 97.866%

80.0 20.081 10.562 1415.828 .673% 98.601%

85.0 18.970 10.611 1426.44 .676% 99.340%

90.0 15.638 9.476 1435.916 .604% 100.000%
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 1279.27 81.48% 89.09%

0-40 1315.89 83.81% 91.64%

0-60 1373.16 87.46% 95.63%

0-90 1426.44 90.86% 99.34%

0-120 1426.44 90.86% 99.34%

0-180 1435.92 91.46% 100.00%

60-90 66.57 4.24% 4.64%

90-120 0.00 0.00% 0.00%

90-130 0.00 0.00% 0.00%

90-150 0.00 0.00% 0.00%

90-180 0.00 0.00% 0.00%

0-21.59 1148.73 73.17% 80.00%

ZONAL LUMEN SUMMARY

0-10 451.80

10-20 658.74

20-30 168.73

30-40 36.62

40-50 29.29

50-60 27.99

60-70 21.96

70-80 20.71

80-90 10.61

90-100 0.00

100-110 0.00

110-120 0.00

120-130 0.00

130-140 0.00

140-150 0.00

150-160 0.00

160-170 0.00

170-180 0.00
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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C0(Max):

C0/C180:

C90/C270:

Field angle(10%Imax):C0/180Left:22.8 Right:22.8

:C90/270Left:22.8 Right:22.8

Beam Angle(50%Imax):C0/180Left:14.3 Right:14.3

:C90/270Left:14.3 Right:14.3
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

Illuminance at a Distance

Center Beam LUX Beam Width
HV

2m
1332.42 LUX 1.0m 1.0m

4m
333.11 LUX 2.0m 2.0m

6m
148.05 LUX 3.1m 3.1m

8m
83.28 LUX 4.1m 4.1m

10m
53.30 LUX 5.1m 5.1m

12m
37.01 LUX 6.1m 6.1m

Vert.Spread:28.5 Horiz.Spread:28.5
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

0°

-15°

15°

-30°

30°

-45°

45°

-60°

60°

-75°

75°

-90°

90°
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[Unit:cd]

(10%Imax) 532.969
(20%Imax) 1065.94
(30%Imax) 1598.91
(40%Imax) 2131.87
(50%Imax) 2664.84
(60%Imax) 3197.81
(70%Imax) 3730.78
(80%Imax) 4263.75
(90%Imax) 4796.72

Imax:5329.69cd
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

House Road

270° 300° 330° 0° 30° 60° 90°

0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°0°

30° 30°

60° 60°

90° 90°

120° 120°

150° 150°

180°

[Unit:cd]

Imax:5329.69

(10%Imax) 532.969
(20%Imax) 1065.94
(30%Imax) 1598.91
(40%Imax) 2131.87
(50%Imax) 2664.84
(60%Imax) 3197.81
(70%Imax) 3730.78
(80%Imax) 4263.75
(90%Imax) 4796.72
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

0.0 C 180° C 0°

1.00

1.00

2.00

2.00

3.00

3.00

4.00

4.00

5.00d/h

5.00d/h

C 270°

C 90°

0.000.00 1.001.00 2.002.00 3.003.00 4.004.00 5.00d/h5.00d/h

(10%Emax) 59.21867
(20%Emax) 118.4378
(30%Emax) 177.6556
(40%Emax) 236.8745
(50%Emax) 296.0934
(60%Emax) 355.3122
(70%Emax) 414.53
(80%Emax) 473.7489
(90%Emax) 532.9678

Emax:592.19Emax:592.19[Unit:lx]  H=3.0m
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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10.0m

0.0m 1.0m 2.0m 3.0m 4.0m 5.0m 6.0m 7.0m 8.0m 9.0m

[Unit:lx]Imax:5329.69

532.969
1065.94
1598.91
2131.87
2664.84
3197.81
3730.78
4263.75
4796.72
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

Luminance Table

γ 45 50 55 60 65 70 75 80 85

C0 7426 7836 7518 7303 7014 7856 10370 16006 30126

C45 7426 7836 7518 7303 7014 7856 10370 16006 30126

C90 7426 7836 7518 7303 7014 7856 10370 16006 30126

L(Hor)(65) L(Ver)(65) L45(65) L(Hor)(75) L(Ver)(75) L45(75) L(Hor)(85) L(Ver)(85) L45(85)

7014 7014 7014 10370 10370 10370 30126 30126 30126

Glare Table

Glare Quality Service Values Illuminance(lx)

1.15 A 2000 1000 500 <=300

1.5 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.2 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

Luminance Limitting Curve

γ(°)

85

75

65

55

45
6 7 8 9 1000 2 3 4 5 6 7 8 9 10000 2 3

L(cd/m²)

4

2

3

4

6
8 (a/hs)

a b c d e f g h

C0 C45 C90
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

1 2 3 4 5 6 7 8 9 10 20
S[m2]

40 60 80 100 200 400 600 800
1

2

3
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10

[N]

20

30

40

2m6m

Budgetary Estimate Tab
Lamp Flux 1570.0 lm

Maint Co 0.8/0.8

Ave Illu 100.0 lx
Plane H 0.0 m

Place C W F
Refl1 0.7 0.5 0.2
Refl2 0.5 0.3 0.2
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

RHOCC 80 70 50 30 10 0

RHOW 50 30 10 50 30 10 50 30 10 50 30 10 50 30 10 0

RCR COEFFCIENTS OF UTILIZATION RHOFC=20    CU

0 1.09 1.09 1.09 1.06 1.06 1.06 1.02 1.02 1.02 0.97 0.97 0.97 0.93 0.93 0.93 0.91

1 1.02 1.00 0.98 1.00 0.98 0.96 0.96 0.95 0.93 0.93 0.91 0.90 0.90 0.89 0.88 0.86

2 0.96 0.93 0.90 0.95 0.92 0.89 0.92 0.89 0.87 0.89 0.87 0.85 0.87 0.85 0.84 0.82

3 0.91 0.88 0.85 0.90 0.87 0.84 0.88 0.85 0.83 0.86 0.83 0.81 0.84 0.82 0.80 0.79

4 0.87 0.83 0.80 0.86 0.83 0.80 0.85 0.81 0.79 0.83 0.80 0.78 0.81 0.79 0.77 0.76

5 0.84 0.80 0.77 0.83 0.79 0.76 0.82 0.78 0.76 0.80 0.77 0.75 0.79 0.76 0.74 0.73

6 0.81 0.77 0.73 0.80 0.76 0.73 0.79 0.75 0.73 0.78 0.75 0.72 0.77 0.74 0.72 0.71

7 0.78 0.74 0.71 0.77 0.73 0.71 0.76 0.73 0.70 0.75 0.72 0.70 0.75 0.72 0.70 0.69

8 0.75 0.71 0.68 0.75 0.71 0.68 0.74 0.71 0.68 0.73 0.70 0.68 0.73 0.70 0.68 0.67

9 0.73 0.69 0.66 0.73 0.69 0.66 0.72 0.69 0.66 0.71 0.68 0.66 0.71 0.68 0.66 0.65

10 0.71 0.67 0.64 0.71 0.67 0.64 0.70 0.67 0.64 0.69 0.66 0.64 0.69 0.66 0.64 0.63
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50
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486.35

324.24

162.12

Luminaire Lumens Uplight

Back Front

Luminaire Lumens:

FL=605.18,FM=44.93,FH=21.15,FVH=9.9

BL=648.47,BM=48.32,BH=21.21,BVH=10.17

UL=17.06,UH=81.19

BUG Rating:B2-U2-G1



Nata LM01D08524BK

Intensity data(cd) Appendix Page: 15  Total:15

Equipment: GMS1980 Date: 2019/7/22 Operator: NT07
Temperature(°C): 25.0 Humidity(%): 65.0% Distance(m): 7.50

C/γ(°) 0.0 5.0 10.0 15.0 20.0 25.0 30.0 35.0 40.0
0.0 5332.50 4870.13 3984.75 2317.50 798.19 286.31 81.00 46.97 37.52
45.0 5352.75 4899.38 4032.00 2379.38 846.56 288.00 87.36 48.09 37.91
90.0 5318.44 4842.00 3819.38 2044.69 721.97 226.91 81.79 47.31 37.52
135.0 5315.06 5119.31 4419.00 2741.06 1019.25 344.25 123.13 54.73 40.50
180.0 5332.50 5145.75 4447.13 2580.75 908.44 347.85 116.10 54.17 41.85
225.0 5352.75 5139.00 4314.38 2434.50 843.75 286.99 108.56 51.53 40.84
270.0 5318.44 5167.69 4381.31 2696.06 996.75 321.19 102.09 54.84 39.66
315.0 5315.06 4928.63 3873.94 2083.50 708.19 205.37 76.22 44.94 37.18
360.0 5332.50 4870.13 3984.75 2317.50 798.19 286.31 81.00 46.97 37.52

C/γ(°) 45.0 50.0 55.0 60.0 65.0 70.0 75.0 80.0 85.0
0.0 36.73 36.28 31.28 27.68 25.76 23.12 19.63 19.35 17.94
45.0 36.62 36.23 31.16 26.04 20.59 18.34 18.62 19.86 18.68
90.0 35.27 33.98 28.52 23.96 19.52 17.66 17.78 18.73 18.11
135.0 38.36 36.84 31.95 27.06 21.60 18.79 19.74 19.63 18.28
180.0 40.61 39.21 33.41 28.29 22.78 21.21 20.93 19.80 19.97
225.0 39.83 37.35 31.44 26.10 20.14 19.07 19.18 19.97 19.86
270.0 39.09 37.01 31.89 27.23 21.49 19.29 19.86 21.21 19.41
315.0 37.01 34.26 29.59 24.69 19.46 17.83 19.41 22.11 19.52
360.0 36.73 36.28 31.28 27.68 25.76 23.12 19.63 19.35 17.94

C/γ(°) 90.0
0.0 13.56
45.0 14.40
90.0 15.19
135.0 15.69
180.0 17.66
225.0 17.38
270.0 16.48
315.0 14.74
360.0 13.56


